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LAN (UTP) SYSTEM CAT6 NEW Locking Plug Boot 

Scope of Application 

Drawing 

US-6620A 
US-6621A 
US-6622A 
US-6623A 
US-6624A 
US-6625A 
 

Technical Standard 

• RoHS Compliant 

• UL94V-2 

 

 

The LINK New Locking Plug Boots are designed to cover and protect the latch on RJ45 plugs. 

Made from a special PC material, they provide secure protection and locking for each plug. 

These boots make it easier to locate cable ends during maintenance or relocation and help 

organize your patch cord system efficiently. They are suitable for field termination, patch cord 

assembly, and unshielded plugs.                                                                                                        
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Construction and Properties 

Housing Material Special PC with embossed LINK logo, UL 94V-2 

Support  CAT6 NEW RJ45 MODULAR PLUG (Unshielded) 

Accommodate  Cable Diameter 5.5 – 6.5 mm 

Compliant  RoHS 

 

Order Information 

Part number Description Color Package 

US-6620A CAT6 NEW CRYSTAL LOCKING PLUG BOOT, CLEAR  CLEAR 10PCS/PKG 

US-6622A CAT6 NEW CRYSTAL LOCKING PLUG BOOT, RED  RED 10PCS/PKG 

US-6623A CAT6 NEW CRYSTAL LOCKING PLUG BOOT, GREEN GREEN 10PCS/PKG 

US-6624A CAT6 NEW CRYSTAL LOCKING PLUG BOOT, BLUE  BLUE 10PCS/PKG 

US-6625A CAT6 NEW CRYSTAL LOCKING PLUG BOOT. YELLOW YELLOW 10PCS/PKG 

US-6626A CAT6 NEW CRYSTAL LOCKING PLUG BOOT, BLACK  BLACK 10PCS/PKG 

 

 

 

Specifications subject to change without notice. 

 


